
Oval Gear Meter
1.Technology Data
窗体顶端

 窗体底端

	Model
	OGM-D-25
	OGM-D-40
	OGM-D-50

	Medium
	diesel fuel,gasoline,methanol,lubricating oil,engine oil

	Diameter
	1”
	1.5”
	2”

	Min flow rate L/min
	12
	25
	30

	Max flow rate L/min
	120
	250
	300

	Accuracy 
	±0.5%
	±0.5%
	±0.5%

	Repeatability
	±0.3%
	±0.3%
	±0.3%

	Max.viscosity
	1000CPS
	1000CPS
	1000CPS

	Max.Operating Pressure
	1.8MPa
	1.8MPa
	1.8MPa

	Single count
	0.00-99999.99
	0.00-99999.99
	0.00-99999.99

	Total count
	0.00-999999.9
	0.00-999999.9
	0.00-999999.9

	One-time amount range
	0.00-99.99
	0.00-99.99
	0.00-99.99

	Total amount range
	0.00-999999.9
	0.00-999999.9
	0.00-999999.9

	Total volume range
	0.00-99999.99
	0.00-99999.99
	0.00-99999.99


2.Preset refueling 

Preset dispensing
（1）liter preset dispensing：Press “L/P”, choose L（Liter）to enter the total volume you want to dispense, Press Start，the machine will automatically shut off when the volume is the preset one.

（2）price preset dispensing：Press “L/P”, choose  P（Price）to enter the total price  you want to dispense, Press Start，the machine will automatically shut off when the price is the preset one.

Press the number to preset, if wrong pressing, press cancel.

（3）non-preset dispensing：pick up the nozzle or press START, the machine will start to dispense, Press STOP to exit. 
3.Accuracy Calibration

Due to use for a long time caused the accuracy of measuring errors, it can be adjusted by keyboard operating computer coefficient, the method is as follows:

 （1）Coefficient adjustment

When standby, press Stop, then press L/P.to keep 5 seconds,input the password 78787878,press L/P,If the keyboard shows U 1380, clearing it and then input what you want.Press Stop to exit. The bigger coefficient is the smaller amount of oil is in fact. The smaller coefficient is the bigger amount of oil is in fact.
(2)Unit price adjustment

When standby, press Stop, then press L/P.to keep 5 seconds,input the password 11223344,press L/P. If the secondary keyboard shows P, clearing it and then input the unit price what you want.
(3)Total query

When standby, press Stop, then press L/P.to keep 5 seconds,input the password 55667788,press L/P shows recent 10 records of refuel and totalizer.L1 is the latest dispensing amount. LC is the total liter, P1 is the latest dispensing account. PC is the total price.

Computer common failure inspection steps and elimination method

  (1)When sensor is faulting, pick up the nozzle and press Start, but it failed.The keyboard shows   E1.
(2)Voltage is not stable, the battery is low. The keyboard shows the tip E 2.
(3)When price pass 9900.XX for one time, stop the motor, the keyboard shows E 3 pick up the nozzle and press Start, continue to dispense.

(4)When Liter passes 9900.XX for one time, stop the motor, the keyboard shows the tip E 4. pick up the nozzle and press Start, continue to dispense.

When the coefficient is zero, the keyboard shows the tip  E


